
    PRODUCT SPECIFICATION  
 

  PRODUCT: ECO BARRIER JAZZ @ HEAT 
 

 
 

ECO BARRIER JAZZ @ HEAT: 
Gives barrier to below mentioned applications 

 
 
TYPICAL APPLICATIONS:  

Ovenable trays, bakery products, non-food 
packaging. 

 
SPECIAL FEATURES:  

Dual ovenable, moderate WVTR, good 
water resistance, excellent oil and grease 
resistance, compostable, repulpable, 
recyclable, glueable, heat sealable (coating 
against coating). 

 
CONSTRUCTION: 

Dispersion coated product where 190 - 390 
g/m2 SBS board has been coated with heat 
resistant barrier coating material. 

 
PRODUCT SAFETY: 

This product fulfills the requirements of 
Regulation (EC) N:o 1935/2004 and 
Commission Regulation (EU) No 10/2011 
on materials and articles intended to come 
into contact with food.This product is 
suitable to use in conventional oven     
(220 °C, 30 minutes). The product does 
not contain substances that have been 
classified as dangerous for health.  

 
FIRE HAZARD:  

The product burns, but it is not classified 
as an inflammable substance. To 
extinguish you can use water mist, 
extinguishing powder, foam or carbon 
dioxide.  

 
WASTE HANDLING: 

Raw materials used in manufacturing are 
compostable. The product is recyclable 
and clean product can be re-used for 
example in re-pulping. Un-clean product 
can be transported to a dumping area or it 
can be disposed of by burning, depending 
on the local regulations. Gases occurring in 
proper incineration do not require special 
cleaning equipment. 

 
DIMENSIONS:  

Coated board 
- Basis weight ordered ± 5 % 
- Width ordered ± 3 mm 
- Moisture  ordered ± 5 % 
Reel diameter ordered ± 20 mm

 
 
 
 
 
 
TECHNICAL DATA: 
 
  
 
 
 
 
 
 
 
 
 
BASEBOARD OPTIONS: 
 

Grammage, g/m² 190 230 290 310 350 390 
Thickness, µm 255 305 395 430 460 550 

 

Property Unit Typical values Test method 
Weight g/m² 200-400 ISO 536 

Thickness µm 255-550 ISO 534 
Moisture % 8 - 10  ISO 287 
WVTR g/m²/24h <50 ISO 2528 

Cobb 1800s g/m² <10 ISO 535 
The table above shows typical values for certain basis weight with 10 % tolerance. Test climate WVTR: 23 °C / 50 % RH 
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